
Single  Point  Threading Guide 

Single Depth  With Compound Rest At 29.0° 
TPI Pass 1 Pass 2 Pass 3 Pass 4 Pass 5 Pass 6 Pass 7 Pass 8 Pass 9 Pass 10 Pass 11 Pass 12 Pass 13 Pass 14 Pass 15 Pass 16 Pass 17 Tot Cut Passes 

8 .0263 .0371 .0455 .0525 .0587 .0643 .0695 .0743 .0788 .0831 .0871 .0910 .0947 .0983 .1017 .1051 .1083 .1083 17 

9 .0249 .0352 .0431 .0497 .0556 .0609 .0658 .0703 .0746 .0786 .0824 .0861 .0896 .0930 .0963 
  

.0963 15 

10 .0232 .0327 .0401 .0463 .0518 .0567 .0613 .0655 .0695 .0732 .0768 .0802 .0835 .0866 
   

.0866 14 

11 .0218 .0309 .0378 .0437 .0488 .0535 .0578 .0618 .0655 .0691 .0725 .0757 .0788 
    

.0788 13 

12 .0208 .0295 .0361 .0417 .0466 .0511 .0551 .0590 .0625 .0659 .0691 .0722 
     

.0722 12 

13 .0201 .0284 .0348 .0402 .0449 .0492 .0532 .0568 .0603 .0635 .0666 
      

.0666 11 

14 .0196 .0277 .0339 .0391 .0438 .0479 .0518 .0554 .0587 .0619 
       

.0619 10 

16 .0181 .0255 .0313 .0361 .0404 .0442 .0478 .0511 .0542 
        

.0542 9 

18 .0170 .0241 .0295 .0340 .0381 .0417 .0450 .0481 
         

.0481 8 

20 .0164 .0232 .0284 .0327 .0366 .0401 .0433 
          

.0433 7 

24 .0147 .0208 .0255 .0295 .0330 .0361 
           

.0361 6 

28 .0138 .0196 .0240 .0277 .0309 
            

.0309 5 

32 .0121 .0171 .0210 .0242 .0271 
            

.0271 5 

36 .0120 .0170 .0208 .0241 
             

.0241 4 

40 .0108 .0153 .0188 .0217 
             

.0217 4 

44 .0098 .0139 .0171 .0197 
             

.0197 4 

48 .0104 .0147 .0181 
              

.0181 3 

56 .0089 .0126 .0155 
              

.0155 3 

64 .0078 .0111 .0135 
              

.0135 3 

72 .0085 .0120 
               

.0120 2 

80 .0077 .0108 
               

.0108 2 

Note: For compound micrometer collars calibrated for actual movement of the compound rest. All readings are cumulative. 


