
Single  Point  Threading  Guide 

Double  Depth  With Compound Rest At 29.5° 
TPI Pass 1 Pass 2 Pass 3 Pass 4 Pass 5 Pass 6 Pass 7 Pass 8 Pass 9 Pass 10 Pass 11 Pass 12 Pass 13 Pass 14 Pass 15 Pass 16 Pass 17 Tot Cut Passes 

8 .0528 .0747 .0914 .1056 .1180 .1293 .1397 .1493 .1584 .1669 .1751 .1829 .1903 .1975 .2045 .2112 .2177 .2177 17 

9 .0500 .0706 .0865 .0999 .1117 .1224 .1322 .1413 .1499 .1580 .1657 .1731 .1801 .1869 .1935 
  

.1935 15 

10 .0465 .0658 .0806 .0931 .1041 .1140 .1231 .1316 .1396 .1472 .1543 .1612 .1678 .1741 
   

.1741 14 

11 .0439 .0621 .0760 .0878 .0982 .1075 .1162 .1242 .1317 .1388 .1456 .1521 .1583 
    

.1583 13 

12 .0419 .0592 .0726 .0838 .0937 .1026 .1108 .1185 .1257 .1325 .1389 .1451 
     

.1451 12 

13 .0404 .0571 .0700 .0808 .0903 .0989 .1069 .1142 .1212 .1277 .1339 
      

.1339 11 

14 .0393 .0556 .0681 .0787 .0879 .0963 .1041 .1112 .1180 .1244 
       

.1244 10 

16 .0363 .0513 .0628 .0726 .0811 .0889 .0960 .1026 .1088 
        

.1088 9 

18 .0342 .0484 .0592 .0684 .0765 .0838 .0905 .0967 
         

.0967 8 

20 .0329 .0465 .0570 .0658 .0736 .0806 .0871 
          

.0871 7 

24 .0296 .0419 .0513 .0592 .0662 .0726 
           

.0726 6 

28 .0278 .0393 .0482 .0556 .0622 
            

.0622 5 

32 .0243 .0344 .0421 .0487 .0544 
            

.0544 5 

36 .0242 .0342 .0419 .0484 
             

.0484 4 

40 .0218 .0308 .0377 .0435 
             

.0435 4 

44 .0198 .0280 .0343 .0396 
             

.0396 4 

48 .0209 .0296 .0363 
              

.0363 3 

56 .0180 .0254 .0311 
              

.0311 3 

64 .0157 .0222 .0272 
              

.0272 3 

72 .0171 .0242 
               

.0242 2 

80 .0154 .0218 
               

.0218 2 

Note:  For compound micrometer collars calibrated for twice the actual movement of the compound rest. All readings are cumulative. 


