
Single  Point  Threading  Guide 

Double  Depth  With Compound Rest At 29.0° 
TPI Pass 1 Pass 2 Pass 3 Pass 4 Pass 5 Pass 6 Pass 7 Pass 8 Pass 9 Pass 10 Pass 11 Pass 12 Pass 13 Pass 14 Pass 15 Pass 16 Pass 17 Tot Cut Passes 

8 .0525 .0743 .0910 .1051 .1175 .1287 .1390 .1486 .1576 .1661 .1742 .1820 .1894 .1966 .2035 .2101 .2166 .2166 17 

9 .0497 .0703 .0861 .0994 .1112 .1218 .1315 .1406 .1491 .1572 .1649 .1722 .1792 .1860 .1925 
  

.1925 15 

10 .0463 .0655 .0802 .0926 .1036 .1134 .1225 .1310 .1389 .1464 .1536 .1604 .1670 .1733 
   

.1733 14 

11 .0437 .0618 .0757 .0874 .0977 .1070 .1156 .1236 .1311 .1382 .1449 .1513 .1575 
    

.1575 13 

12 .0417 .0590 .0722 .0834 .0932 .1021 .1103 .1179 .1251 .1318 .1383 .1444 
     

.1444 12 

13 .0402 .0568 .0696 .0804 .0899 .0984 .1063 .1137 .1206 .1271 .1333 
      

.1333 11 

14 .0391 .0554 .0678 .0783 .0875 .0959 .1036 .1107 .1174 .1238 
       

.1238 10 

16 .0361 .0511 .0625 .0722 .0807 .0884 .0955 .1021 .1083 
        

.1083 9 

18 .0340 .0481 .0590 .0681 .0761 .0834 .0900 .0963 
         

.0963 8 

20 .0327 .0463 .0567 .0655 .0732 .0802 .0866 
          

.0866 7 

24 .0295 .0417 .0511 .0590 .0659 .0722 
           

.0722 6 

28 .0277 .0391 .0479 .0554 .0619 
            

.0619 5 

32 .0242 .0342 .0419 .0484 .0542 
            

.0542 5 

36 .0241 .0340 .0417 .0481 
             

.0481 4 

40 .0217 .0306 .0375 .0433 
             

.0433 4 

44 .0197 .0278 .0341 .0394 
             

.0394 4 

48 .0208 .0295 .0361 
              

.0361 3 

56 .0179 .0253 .0309 
              

.0309 3 

64 .0156 .0221 .0271 
              

.0271 3 

72 .0170 .0241 
               

.0241 2 

80 .0153 .0217 
               

.0217 2 

Note:  For compound micrometer collars calibrated for twice the actual movement of the compound rest.  All readings are cumulative. 


