
Single  Point  Threading  Guide 

Double Depth With Compound Rest At 30.0° 
TPI Pass 1 Pass 2 Pass 3 Pass 4 Pass 5 Pass 6 Pass 7 Pass 8 Pass 9 Pass 10 Pass 11 Pass 12 Pass 13 Pass 14 Pass 15 Pass 16 Pass 17 Tot Cut Passes 

8 .0531 .0750 .0919 .1061 .1186 .1300 .1404 .1501 .1592 .1678 .1760 .1838 .1913 .1985 .2055 .2122 .2188 .2188 17 

9 .0502 .0710 .0870 .1004 .1123 .1230 .1328 .1420 .1506 .1588 .1665 .1739 .1810 .1879 .1944 
  

.1944 15 

10 .0468 .0661 .0810 .0935 .1046 .1146 .1237 .1323 .1403 .1479 .1551 .1620 .1686 .1750 
   

.1750 14 

11 .0441 .0624 .0764 .0882 .0987 .1081 .1167 .1248 .1324 .1395 .1463 .1528 .1591 
    

.1591 13 

12 .0421 .0595 .0729 .0842 .0941 .1031 .1114 .1191 .1263 .1331 .1396 .1458 
     

.1458 12 

13 .0406 .0574 .0703 .0812 .0908 .0994 .1074 .1148 .1218 .1284 .1346 
      

.1346 11 

14 .0395 .0559 .0685 .0791 .0884 .0968 .1046 .1118 .1186 .1250 
       

.1250 10 

16 .0365 .0516 .0631 .0729 .0815 .0893 .0965 .1031 .1094 
        

.1094 9 

18 .0344 .0486 .0595 .0687 .0769 .0842 .0909 .0972 
         

.0972 8 

20 .0331 .0468 .0573 .0661 .0740 .0810 .0875 
          

.0875 7 

24 .0298 .0421 .0516 .0595 .0666 .0729 
           

.0729 6 

28 .0280 .0395 .0484 .0559 .0625 
            

.0625 5 

32 .0245 .0346 .0424 .0489 .0547 
            

.0547 5 

36 .0243 .0344 .0421 .0486 
             

.0486 4 

40 .0219 .0309 .0379 .0438 
             

.0438 4 

44 .0199 .0281 .0344 .0398 
             

.0398 4 

48 .0210 .0298 .0365 
              

.0365 3 

56 .0180 .0255 .0313 
              

.0313 3 

64 .0158 .0223 .0273 
              

.0273 3 

72 .0172 .0243 
               

.0243 2 

80 .0155 .0219 
               

.0219 2 

Note:  For compound micrometer collars calibrated for twice the actual movement of the compound rest. All readings are cumulative. 


