
Single Point Threading Guide 
Single  Depth  With  Compound  Rest  At  29.5° 

TPI Pass 1 Pass 2 Pass 3 Pass 4 Pass 5 Pass 6 Pass 7 Pass 8 Pass 9 Pass 10 Pass 11 Pass 12 Pass 13 Pass 14 Pass 15 Pass 16 Pass 17 Tot Cut Passes 

8 .0264 .0373 .0457 .0528 .0590 .0647 .0698 .0747 .0792 .0835 .0875 .0914 .0952 .0988 .1022 .1056 .1088 .1088 17 

9 .0250 .0353 .0433 .0500 .0559 .0612 .0661 .0706 .0749 .0790 .0828 .0865 .0901 .0935 .0967 
  

.0967 15 

10 .0233 .0329 .0403 .0465 .0520 .0570 .0616 .0658 .0698 .0736 .0772 .0806 .0839 .0871 
   

.0871 14 

11 .0220 .0310 .0380 .0439 .0491 .0538 .0581 .0621 .0659 .0694 .0728 .0760 .0791 
    

.0791 13 

12 .0209 .0296 .0363 .0419 .0468 .0513 .0554 .0592 .0628 .0662 .0695 .0726 
     

.0726 12 

13 .0202 .0286 .0350 .0404 .0452 .0495 .0534 .0571 .0606 .0639 .0670 
      

.0670 11 

14 .0197 .0278 .0341 .0393 .0440 .0482 .0520 .0556 .0590 .0622 
       

.0622 10 

16 .0181 .0257 .0314 .0363 .0406 .0444 .0480 .0513 .0544 
        

.0544 9 

18 .0171 .0242 .0296 .0342 .0382 .0419 .0452 .0484 
         

.0484 8 

20 .0165 .0233 .0285 .0329 .0368 .0403 .0435 
          

.0435 7 

24 .0148 .0209 .0257 .0296 .0331 .0363 
           

.0363 6 

28 .0139 .0197 .0241 .0278 .0311 
            

.0311 5 

32 .0122 .0172 .0211 .0243 .0272 
            

.0272 5 

36 .0121 .0171 .0209 .0242 
             

.0242 4 

40 .0109 .0154 .0189 .0218 
             

.0218 4 

44 .0099 .0140 .0171 .0198 
             

.0198 4 

48 .0105 .0148 .0181 
              

.0181 3 

56 .0090 .0127 .0155 
              

.0155 3 

64 .0079 .0111 .0136 
              

.0136 3 

72 .0086 .0121 
               

.0121 2 

80 .0077 .0109 
               

.0109 2 

Note:  For compound micrometer collars calibrated for actual movement of the compound rest. All readings are cumulative. 


