
The follow are links to some blog posts and product details related to the CNC4PC products used 

in the lathe and mill conversions. 

https://cnc4pc.com 

The CR5 Control Box – https://cnc4pc.com/cr5-servo-control-box.html 

Information on the C82 Breakout Board – https://www.cnc4pc.com/blog/post/mach4-lathe-

using-the-ethernet-smooth-stepper-and-the-c82-breakout-board 

Information on using a servo motor in place of the original lathe spindle motor – 

https://www.cnc4pc.com/blog/post/configure-an-step-and-direction-servo-as-spindle-on-mach4-

using-the-ethernet-smooth-stepper-and-c82 

 

 

 

https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fcnc4pc.com%2F&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7C5cc9fe11876e4b03cfa608dc9531aa92%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549287763579939%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=cv3NG2LdA2UTeZrRKtyMrw6hG0Od91ZFiMFj022VM2k%3D&reserved=0
https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fcnc4pc.com%2Fcr5-servo-control-box.html&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7Cf90aa6358272452e491408dc95355c7c%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549303631035200%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=EzxPyWXuKwgn53Q0YdNMaP2pKzFayO%2Fh1GwIi9Xxc2I%3D&reserved=0
https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.cnc4pc.com%2Fblog%2Fpost%2Fmach4-lathe-using-the-ethernet-smooth-stepper-and-the-c82-breakout-board&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7C5cc9fe11876e4b03cfa608dc9531aa92%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549287763555326%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=jpRqENyKGUwU4OOlUG0tGs4pX0z0GwCjCPq9VLs9W6c%3D&reserved=0
https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.cnc4pc.com%2Fblog%2Fpost%2Fmach4-lathe-using-the-ethernet-smooth-stepper-and-the-c82-breakout-board&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7C5cc9fe11876e4b03cfa608dc9531aa92%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549287763555326%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=jpRqENyKGUwU4OOlUG0tGs4pX0z0GwCjCPq9VLs9W6c%3D&reserved=0
https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.cnc4pc.com%2Fblog%2Fpost%2Fconfigure-an-step-and-direction-servo-as-spindle-on-mach4-using-the-ethernet-smooth-stepper-and-c82&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7C5cc9fe11876e4b03cfa608dc9531aa92%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549287763570250%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=gUen2EYndYHCFq9b2YsewO8ogpJcRZWfjv1FHlWlmWQ%3D&reserved=0
https://nam04.safelinks.protection.outlook.com/?url=https%3A%2F%2Fwww.cnc4pc.com%2Fblog%2Fpost%2Fconfigure-an-step-and-direction-servo-as-spindle-on-mach4-using-the-ethernet-smooth-stepper-and-c82&data=05%7C02%7CGeorge.Bulliss%40vpdcs.com%7C5cc9fe11876e4b03cfa608dc9531aa92%7C53f5bfed82b54efc957e3ea9b90abf39%7C0%7C0%7C638549287763570250%7CUnknown%7CTWFpbGZsb3d8eyJWIjoiMC4wLjAwMDAiLCJQIjoiV2luMzIiLCJBTiI6Ik1haWwiLCJXVCI6Mn0%3D%7C0%7C%7C%7C&sdata=gUen2EYndYHCFq9b2YsewO8ogpJcRZWfjv1FHlWlmWQ%3D&reserved=0

